WALK-BEHIND FLOOR REMOVAL SYSTEMS

ADJUSTABLE HANDLE = FEATURES
WALK-BEHIND SCRAPER ' . and perotorrenay wrk environment. wih
550W [EUI’O/OQUI/) mOdQU decimal ratings under industry and safety standards, the

550 is ideal for light commercial, residential, and Do-It-
Yourself markets.

A. Adjustable height and removable handle; easily
condenses for transport in any size vehicle

B. Angle-adjustment wheel changes pitch of the blade in
seconds

C. 1 HP motor with industrial-grade shaft has powerful
torgue for removing tough applications, including light-
to medium-grade hardwoods and residential ceramics

D. Removable front weight adjusts down-pressure and
facilitates easy loading/unloading

E. Kick plate/foot bar provides additional leverage to glide
through material and reduce back stress

F. Electric control box is welded solid to the machine frame
to prevent damage

G. Orbital cutting action rotates the cutting blade
to cut through a range of materials over various
substrates; extends life cycle of machine while reducing
maintenance costs

H. Ergonomically positioned lift points allow one person to
easily lift and carry

Included with the 550 and 550W

Start-up blade package, conventional scraper blades, and
National's patented carbide angle shank provide removal
versatility that far exceeds anything else on the market.

-147: 4" x 6" blade

- 7050-202: 3" x 10" blade

- 6285:3" x 6" blade

- 552: Angle shank

- 551: Angle shank holder

- 6280-401B: 7/32 t-handle wrench

- Instruction manual
550/550W SPECIFICATIONS - One-year manufacturer's warranty on parts and labor

Width 17.75" 45 cm
Max. Height 42.5" 108 cm h f “ . N I
L]
gt - e Removes the following materials:
(without handle] - Plastic floor coverings - Glued down carpet
Max. Length 325" 83cm - Foam - Asphalt tile
Weight 231 558k - Plastic droppings - Accumulated grime
b} oK - Parquet floaring - Paint from Floors

Removable Weight 441b 20 kg - Epoxy - Rubber and vinyl tile
Weight 791b 35.8 kg - Chewing gum - Roofing
[machine only) - Indoor/outdoor felt - Tire marks
Speed Manual - Linoleum - Wood '

- lce - Ceramic
RPM 1725 - Rubber backed carpet - Coatings
Voltage 115 230 - Adhesives

Frequency 60/50 Hz

HP 1 746 kW

Amps [full load) 1417
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